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g— (54) Title: DISHWASHER WITH AN AUTOMATICALLY REGULATED DRYING PROCESS 

= (54) Bczcichnung: GESCHIRRSPOLER MIT AUTOMATISCH GEREGELTEM TROCKNUNGSVORGANG 



= (57) Abstract: The invention aims at providing a drying system by means of which it is possible to efficiently dry the wet objects to 

be washed located in the washing container while taking into account economic considerations. This is achieved in that the inventive 

^ dishwasher is provided with a system for drying objects to be washed, said system having heat generating means in order to heat at 
^ least part of the air available in the dishwasher, wherein at least one humidity sensor detects the humidity of at least part of the air 
available in the dishwasher. A dishwasher having said inventive system for drying objects to be washed has the advantage that only 
O tne amount of energy that is actually required for optimal drying is supplied in the form of heat energy for drying, whereby energy 
V© is saved, and that a particularly gentler drying process can be carried out, whereby the influences of stress upon the objects to be 
^ washed are reduced. 

O (57) Zusammenfassung: Die Aufgabe ein Trocknungssystem bereitzustellen, mit dem es mbglich ist, unter wirtschaftlichen Ge- 
sichtspunkten das im Spulbehalter befindliche feuchte Spulgut effizient zu trocknen wird bei dem erfindungsgemaBen Geschirrspiiler 
^ dadurch gclost, dass ein System zum Trocknen von Spulgut vorgeschcn ist mit Warmeerzeugungsmitteln zur Erwarmung zumindest 
O eines Teils der im Geschirrspiiler vorhandenen Luft, wobei ein Feuchtigkeitssensor die Feuchtigkeit zumindest eines Teils der im 
^ Geschirrspiiler vorhandenen Luft ermittelt. Ein Geschirrspiiler mit dem erfindungsgemaBen System zum Trocknen von SpUlgut hat 
Q damit den Vorteil, dass nur die Energiemenge in Form von Warmeenergie fur die Trocknung zugefuhrt wird, die tatsachlich fur eine 
^ optimale Trocknung notwendig ist, wodurch Energie eingespart werden kann, und dass sich ein besonders schonender Trocknungs- 
vorgang durchfuhren lasst, wodurch sich die Belastungseinflusse auf das SpUlgut verringern. 
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